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Part
Number

width weight Part
Number

weight

iN. mm lbs kgs lbs kgs

C133 3/8 9.53 2.2 1.0 C123 5.7 2.6

C134 1/2 12.70 2.9 1.3 C124 7.7 3.5

C135 5/8 15.88 3.6 1.7 C125 9.7 4.4

C136 3/4 19.05 4.4 2.0 C126 11.7 5.3

C001 / C075 / C400 

See pages 26-29 for full details on TOOLS and their specifications.

VAlusTrAp™ – Any Austenitic stainless steel Band

•	 A	non-magnetic	200-300	AA	grade	stainless	 
steel strapping

•	 Used	for	securing	light	weight	signs,	pipe	
insulation, cable bundling, and a variety of other 
lightweight fastening applications

•	 Good	corrosion	resistance

Valustrap™

Valustrap™   
Austenitic Stainless Steel • Thickness 0.015” (0.38mm) 

 100Ft. Roll (30.5M)   300Ft. Roll (91.5M)

available in mill coil lengths. all sizes in standard cardboard packaging

Part
Number

width weight

iN. mm lbs kgs

C903 3/8 9.53 4.4 2.0

C904 1/2 12.70 5.8 2.6

C905 5/8 15.88 7.3 3.2

C906 3/4 19.05 8.8 3.9

Part
Number

width weight

iN. mm lbs kgs

C191 3/8 9.53 2.9 1.3

C181 1/2 12.70 3.8 1.7

C171 5/8 15.88 5.6 2.5

C161 3/4 19.05 5.7 2.6

304 Stainless Steel Band  200Ft. Roll (61M) 
304 Stainless Steel • Thickness 0.015”(0.38mm) 

Valustrap™ Plus  100Ft. Roll (30.5M) 
Austenitic Stainless Steel • Thickness 0.020”(0.51mm) 

available in mill coil lengths

available in mill coil lengths

Valuclip™

Valuclips™  Pack Qty – 100 • Austenitic Stainless Steel

Part
Number

width weight

iN. mm lbs kgs

C153 3/8 9.53 0.6 0.3

C154 1/2 12.70 1.1 0.5

C155 5/8 15.88 1.2 0.5

C156 3/4 19.05 2.1 0.9


